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INTRODUCTION

In a dynamic field, such as decompression computation, the
"state of the art" is constantly changing. ,he best methods achievable
by man in devising decompression schedules 50 years ago, are obsolete
by todays standards. The present surface supplied mixed gas tables were,
at the time they were developed, a major advance in deep diving proced-
ures and were probably as great an achievment as could be reasonably
expected considering the state of the art at that time. However, the
rapid increase in man's knowledge of decompression requirements have
increased the state of the art of decompression computation to the point
at which the methods utilized for computations 50 years ago must be
regarded as primitive by comtemporary standards. The utilization of
modern methods of table analysis together with a number of examples of
problems in the field have indicated that the present schedules are
inadequate to provide for more than the most limited areas of application
in terms of depth and exposure time. Further, experimental tests using
modern methods of decompression computations have illustrated that the
present state of the art can permit significantly large extensions of

the presently applicable exposure time currently possible with the
present tables.
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It would be extremely ccrzei+Ed and shortsighted to assume that
today's knowledge will reamin unimproved over the next 50 year period.
Indeed some Interesting variations in decompression response between
groups of individuals exposed to pressure and variations in individual
response to decompression over various periodsof time indicate the need
for several new avenues of investigation to provide more complete know-
ledge of the decompression requiremenis for man. Realistically, all one
can hope to achieve is to accomplish ihc best possible output which the
present state-of-the-art will permit. If, as seems indicated by problems
encountered with the present Navy Surface Supplied Mixed Gas Tables, that
new schedules should be developed, it would seem desirable that ti-Ey pro-.
vide the most advantageou's forms of diving procedUres that contemporary
methods car devise. Hopefully, this could result in schedules which, 50
years hence, would reflect as much merit for the time in which they are
developed as the present Mixed Gas Schedules refleci merit when viewed in
consideration of the time r;- which they were constructed.

One Important tool in table computation is shifting inert gasses
during decompression. Proper application of this technique may result in
the saving of large percenlages of aeconmpression tirre. In the case of a
dive involving the use of helium-oxygen on the bottom, the standard proced-
ure involves switching the breathi.g mixture to nitrogen-oxygen ourir:g de-
compression. In this case, added advantages of imprcved thermal comfort
to the dver and generally better communications from the diver to surface
are prcvided by this switching technique. This technique has been exten-
sively used with very good results in foreign naval and domestic, as well
as foreign, commercial diving operations ever the paist decade and proper
application of this technique would provide significant reouctions in de-
compression requirements for ard future reccnipufetion of the Lt. S. Navy
Surface Supplied Mixed Gas Tables.

It is the purpose of this study to make a mathematical evaluation
of various possible niIroger-oxygen mixtures urd optimum depth at whicl they
might be at.plied during the decompression following a heliui-oxygen expcsure
within the anticipated deptl'.-time requiremenrs cf- t;ho U. S. Navy* 6,

BACKGROUNE

The Initial use of hellum-oxygen for diving by the ' '-.Iavy
utilized schedules in which the helium-oxygen was used as tnt -hlng mix-
tures during decompression until the final waTer stages where oxy. n was
supplied to the diver, Momsen(l). Although provisiorswere made for an alter-
nale form of decompression in which air could be breathed during decompression
(U.S.Navy Diving Manual (2)), this proceOUre was only provided for emergency

3 "
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use where the planned helium-oxygen breathing mixtures could not be supplied
to the diver.

It was the Royal Swedish Navy who f;rst utilized a special
breathing mixture for use during decompression as a standard (and indeed
necessary) procedure in their e:<perimenlal use of hydrogen-oxygen diving
(Bjurstedt and Severin (3). In this case a breathing mixture containing
4% oxygen with the balance of hydrogen or hydrogen and nitrogen was used
during the time the diver was below 5 atmospheres absolute.. The low
oxygen percentage was necessary to provide a mixture which, with hydrogen
was non-explosive and non-flamable. Since this mixture would be hypoxic

at depths below 5 atmospheres absolute the diver was switched to air
V2 (after a brief period breathing 94%N2-4%02) and continued his compression

with this breathing mixture.

The technique of shifting to air during decompression following
exposures at higher pressures with hydrogen-oxygen was later used by Edel
(4) using inert gas shifting techniques which had previously been utilized
for use in commercial decompression tables following exposures with helium-
oxygen mixtures. Extensive use of inert gas shifting was used by Keller(5)
in experimental dives to depths as deep as 1000 FSW. Today the vast majority
of U. S. Commercial diving companies utilize some form in inert gas shifting
during decompression following helium-oxygen exposures at depth and many
companies have been successfully using such methods for over a decade.

In the utilization of the inert gas shift during decompression,
the principal objective is to reduce decompression time by taking advantage
of the differences in the rate of uptake and elimination between inerts.
The principal application of this technique involves shifting to air, or
a nitrogen-oxygen mixture, during decompression following an exposure at
greater pressure with helium-oxygen or, less often,helium-nitrogen-oxygen
mixtures. The relative rate of inert gas exchange between helium and nit-
rogen, based upon a combination of mathematical evaluation of the physical
constants and evaluation of the response to comparative decompression pro-
file in manned experiments, according to various conlemporary investigators,
appears to be between 2.6:1 (Buhlmann (6) and 2:1 (Edel (7)). In either
case it is assumed that a switch to a nitrogen-oxygen mixture during de-
compression will allow the helium to be eliminated at a comparatively rapid
rate while the nitrogen is being taken up by the tissues at a much slower
rate with a resulting increused rate of total gas elimination described
by summation of the He+N2 gas tissue lensions in a given half-time compart-
ment. The more rapid rate of total inert gas elimination will then permit
a more rapid rate of pressure reduction and allow the diver to reach surface
pressure with a shorter period of decompression as compared to a diver who
continued decompression breathing helium-oxygen.
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BASIC CONSIDERATIONS FOR SHIFTING INERT GAS MIXTURES DURING DECOMPRESSION

For the sake of mathematical convenience (rather than an supposed
suggestion of correctness) we will assume a helium/nitrogen ratio of 2:1
for subsequent examples in the application of inert gas shifting. Further
we need to select a tissue half-time tissue constant. If we chose the
widely accepted value of 5 minutes for the fastest tissue half-time com-
partment with nitrogen, the corresponding value for helium (if one assumed
that the ratio were to be valid for the faster tissue half-time compart-
ments) of 2.5 minutes. If we then apply these values to Workman's M-values
for helium-oxygen (8) we see that weh could leave a 20 ft. stop with 101 FSW
in the fastest tissue half-time compartment and must reduce this value by
15 FSW before we could arrive at surface pressure. This would require a
reduction of 86/101 or approximately 85% of the inert gas load in the fastest
tissue compartment on arrival at 10 FSW. This would, however, imply an out-
ward inert gas gradient of 100%. If the diver were breathing a mixture to
8C%He-20%02 the inspired inert gas partial pressure would be 80% of the
absolute depth (10+33 FSW (partial pressure at saa level)) or .8 X 43 =
34.4 FSW. Subtracting this value from the inert partial pressure of helium
in the divers fastest tissue compartment upon arrival at 10 FSW gives
101 - 34.4 = 66.6 FSW. Since 15 FSW needs to be eliminated prior to
ascending to surface,the value must be reduced to 511.6/66.6 or approximately
77.5% before ascending from the !0 FSW level. Breathing helium oxygen this
would require slightly over 2 minutes (using the classical Haldanian
formula for inert gas uptake dnd elimination). If we were to shift to a
mixture of 80%N2-20%02 we would have Ihe total outward gradient available
for elimination and would reduce the lie partial pressure in the tissues to
this value in slightly over a minute. However, we would still be taking
up nitrogen which must be added to the helium for summation of total inert
gas in the tissue compartment and the addition of almost 2.5 FSW of nitrogen
would prevent us from achieving the required reduction in tissue tension
within this period of time. In fact, it would theoritically require (with-
out consideration of other factors) at least 1.5 minutes to achieve this
value (or a reduction of time of 25%) which is not very impressive. It
would be even less impressive if the use of oxygen were considered. With
oxygen the inspired total inert gas partial pressure would (in sufficient
time) provide an outward gradient of close to 100% allowing for an ascent
to surface pressure in one minute (under theoritically ideil conditions).
Further, this is based upon the assumption that the He/N2 inert gas exchange
ratio which has been determined for the slower tissue half-time compartments
exists for the faster tissues compartments us well. This i not in fact
suggested by the gas soluability and diffusion coefficients or computer
analysis of experimental data by the Autodec system.

h!
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In the slower tissue half-time compartments, the amount of excess
inert gas which may be tolerated by the tissues Is vastly reduced. Workman's
M-values provide for arriving at 10 FSW with a tissue tension of 63 FSW and
10 FSW must be elminated for arrival at surface pressure. Again assuming a
breathing mixture of 80%He-20%02 arrival at 10 FSW would produce a gradient
of 63-34.4 FSW or 28.6 FSW and requires a reduction of I0 FSW prior to
ascent to surface pressure to 18.6/28.6 = 65%. For a helium tissue half-
time compartment, this would require 85 m~nutes. However, If a switch
80%N2-20%02 is made, after 50 minutes the helium tissue tension Is reduced
to 47.2 FSW while a nitrogen uptake of 4.6 FSW occures for a total of 47.2
+ 4.6 = 51.8, well below the required limit. This produces a savings of
40% or 35 minutes which would appear to be a substantial benefit.

The increase in percentage of time saved In the latter case is due
to the relative difference in the gradients for helium elimination. In
the initial case, the outward gradient for helium, when breathing He02 as
compared with N202 is small as compared with the relative Increase in the
gradient possible with a shift to nitrogen-oxygen. The inward nitrogen
gradient remains the same in all cases and hence does not play a role in
relative gas elimination efficiency.

Hence, it would appear that in addition to savings in terms of
actual time, the relative efficiency of gas elimination will increase as
the time constants (with corresponding decreases In permissible safe excess
gas tissue tensions) are increased. This would suggest that the technique
of inert gas shifting should be directed towards the elimination of gas In
slower tissue compartments where the actual time saved and relative efficiency
of inert gas transfer, is the greatest.

In both cases, it was assumed that no change would take place in
the inert/oxygen ratio. However, the maximum permissible percentage of
oxygen, resulting In a limiting oxygen partial pressure for a given depth-
time exposure, provides a lower partial pressure during decompression as
the ambient pressure is lowered. During decompression, the oxygen percen-
tage may be increased in the nitrogen-oxygen mixture to further lower the
inward gradient of nitrogen and hence further Increase the overall effic-
iency of inert gas elimination. The percentage must be selected with con-
sideration of the amount of exposure time on this mixture and relative ex-
posure times at lower pre~sure stages while the oxygen partial pressure is
reduced but still above the permissible limits for an indefinite period of
residence. Commercial practice indicates that shifts to a nitrogen-oxygen
mixture with a partial pressure as high as 2ATA may be applied safely as a
one time procedure, with a later shift to pure oxygen If desired, for the
vast majority of schedules used in commercial practice. This value was
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applied for use in computer evaluation of the shifting procedures and
establishes an upper limit for switching to the mixtures during de-
compression. Hence, a shift could be made to a mixture of 50%N2-50%02
at a maximum depth of 100 FSW and to a mixture of 60%N2-40%02 at a
maximum depth of 130 FSW during decompression in the water. This would
suggest the ability to shift to air at a maximum depth of 280 FSW.
However, commercial practice has indicated that switching from helium-
oxygen to nitrogen-oxygen mixtures at depths below 150 FSW can, under
some conditions, result in vestibular decompression sickness and hence
150 FSW would appear to be a reasonable upper limit for such a shift
were no special procedures are applied. This then is used as the upper
limit for all shifts from He-02 in addition to any limits implied by the
partial pressure of oxygen in the mixture.

The mechanics of shifting mixtures must also be considered. A
certain amount of communication between The diver and the surface Is
necessary for the amount of mutual cooperation required to achieve the
gas shift and insure that the gas shift has been made (as example by noting
the change in the divers voice), and allow for the gas to be delivered to
the diver and/or replace the previous mixture in the diver's suit. It is
assumed that, without special procedures and training, this could not be
normally accomplished in less than 5 minutes. Hence, in addition to other
considerations, it is considered that no shift would take place unless
the decompression stop at which the shift is planned would be of at least
5 minutes duration. This imposes no significant restrictions since the
shorter decompression stops are controlled by the faster tissue compartments
where the effectiveness of such a shift would be minimal.

The optimum decompression mixture may depend upon a number of
factors. For example, a dive which results In a relatively shallow initial
decompression stop (below 100 FSW) may result in optimum decompression with
switch to a 50%N2-50%02 mixture as this would produce the minimum inward
gradient for nitrogen. In a dive with a relatively deep Initial stop the
time required In decompression to 100 FSW may override the gains provided
by the reduced Inward gradient of this mixture as compared to switching to
air at a deeper level. Likewise, the optimum depth at which the shift is
made may depend on the profile In question. Shifting in too shallow may
not result In the maximum possible elimination of helium whfle shifting
Into the nitrogen-oxygen mixture at too deep a depth in some profiles may
result in a large buildup of nitrogen in the tissue compartments In the
later stages of decompression which, considering the comparatively slow
time constants for nitrogen, could result in decompression time require-
ments at the shallow depths which more than offset the advantages to be
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gained by the shifting technique. These conditions may be further
modified by tne use, or probition, of oxygen for the final stages of
decompression in the water. In some profiles, the partial pressure of
oxygen in the N2-02 mixture may result in prohibitively high COTD values
or prohibit the use of pure oxygen at later stages. Like decompression
requirements per se, each individual exposure may have its corresponding
optimum solution for the oxygen percentage in nitrogen for the decom-
pression mixture and the depth at which the shift should be made. A
recommendation for a generalized or standardized solution involving the
use of one specified N2-02 mixture to be applied at one specified depth
for all profiles, requires an evaluation of the average merits of a
specific solution over the depth-tir3 profiles which may be of interest
to the Navy. It is the purpose of the computer analysis to indicate
the merits of various specific procedures which could be applied over
practial range of application of mixed gas diving tables.

COMPUTER EVALUATION OF NITROGEN-OXYGEN MIXTURES AND SWITCHING DEPTH

The Autodec system was used to evaluate the switch from He-02
in the active mode (generating, as opposed to analyzing, tables) for the
profiles in question. The subject index for all schedules was set to
match the response for the test subjects used in the experimental program
to determine safe tissue tensions during the surface interval in surface
decompression schedules for helium-oxygen dives. This was done to permit
computer evaluatiors to be matched with previous manned data on file.

Nine basic profiles were used to evaluate the switching procedures
to cover anticipated maximum, minimum and intermediate depths with short
moderate and long exposure times. The depths selecled were: 150, 225
and 300 FSW. In all cases, a minimum exposure of 10 minutes was used,
but the maximum time (and hence the intermediate time as well) was chosen
on the basis of predicted maximum probable exposure times for the depth
In question.

The base profile depths and time are shown in table I

TABLE I

DEPTH (FSW) EXPOSURE TIMES (MIN.)
150 10 120 240
225 10 60 120

300 10 30 60

.. ..... . . . . . .... . .... . ... .. . .. .. .. . " ' " ... ..... ' . .. ........ ... .. ... .. ... ... .. . I... .. .. .... I..
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In all cases, it was assumed that the dives would be made
using 84%He-16%02. It should be noted that some schedules involve
violations of the normal exposure oxygen partial pressure limits,
however, it was considered more important for the purposes of compar-
ison to utilize a single He-02 mixture for all conditions.

The surface decompression dives listed in Table I were
evaluated under two major conditions:

A. Use of oxygen at the final water stop; and

B. Without use of oxygen at the final water stop.

Where oxygen was used it was assumed that the diver would surface from
a final water stop of 50 FSW as indicated by the experimental profile
in a previous study, Edel (9). Also, as indicated by the results of
further experiments in a continuation of that program, when oxygen was
not utilized during waler decompression the computer provided a profile
for surfacing the diver from a final water stop of 40 FSW.

For each condition the computer was instructed to provide de-

compression in four formats:

I. Decompression on the helium-oxygen mixture used at
maximum depth.

2. Shifting to air during decompression.

3. Shifting to a mixture of 60%N2-40%02 and 4.

4. Shifting to 50%N2-50%02 during decompression.

In all cases intermittant oxygen - air breathing was programmed for use
in the surface decompression chamber.

Although the principal objective was to make an evaluation of
inert gas shifting procedures for surface supplied mixed gas dives in the
surface decompression mode, an additional evaluation was also made for the
bell mode with a capability for TUP assumed. In this case, it was considered
that the implied sophistication of this diving mode and the extended require-
ments for operational usage would permit some increased complexity in
utilization of inert gas shifting methods. In this case, It was assumed
that when shifting techniques were applied, for the purpose of evaluation,
and applied to nitrogen-oxygen mixtures, that a shift to an N2-02 mixture
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could be preceeded by one to air. In addition to the use of the above,
the possibility of shifting from helium-oxygen to a multi-inert mix-
ture followed by a shift to air, followed by a shift to a nitrogen-
oxygen mixture was examined. In all cases, it was assumed that inter-
mittant air-oxygen breathing would be initiated at the 60 FSW level.

RESULTS

Surface Decompression Dives

In the case of the 10 minute exposure to 150 the initial stop
was too shallow (and the time at the stop of too short a duration) to
result in any effect from gas shifting. In the caseL of the 10 minute
exposure TO 225 and 300 FSW deeper stops were required bui the time at
these stops (controlled by the faster tissue compartments) was towshort
(usually I or 2 minutes) to adequately permit a gas shift to be made.
In addition, these schedules involved such high helium partial pressure
gradients that the effect of a shift to a nitrogen-oxygen mixture would
not produce any significant change in the overall water, or total, de-
compression times. Indeed the gradients were sufficiently high as to
eliminate any significant advantage between utilizing the helium-oxygen
mixture during the entire water decompression phase and use of oxygen
at the final water stop. The results are shown in Table 2.

TABLE 2

DEPTH TOB 02 AT FINAL STOP NO 02 AT FINAL STOP
(FSW) (min.) (decompression time)* (decompression time)*

Water Total Water Table
150 10 0:12 0:49 0:12 0:49
225 10 0:20 1:07 0:22 1:29
300 10 0:35 1:42 0:42 1:49

Decompression times in hours : minutes.

In the remaining cases switches to N2-02 mixtures produced
significant changes in the total decompression time as shown in Table 3
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and the water decompresior lime ts shown in TaL1 4.

TABLE 3

DEPTH TOB TOTAL DECOMPRESS ION TIME (HRS.:MIN.)

(FSW) (min.) (Gas Mitures Used Wilh Lecompression)

He02 HeO2/02 Air Air/O2 60%N2 60%N2/02 50%N2 50%N2/02

150 120 8:00 6:04 5:29 5:08 5:08 4:59 4:44 4:38*

150 240 14:45 11:44 9:45 8:54 8:55 8:14 8:25 7:54*
225 60 8:03 6:27 5:33 5:27 5:23 5:02 4:33 4:17*
225 120 16:22 13:21 10:46 9:31 9:07 8:36* 9:37 9:06

300 30 6:42 5:36 4:47 4:41 4:31 4:07 4:07 3:08*

300 60 13:33 11:37 9:43 8:27 8:13 7:57* 8:33 8:22

* Optimum mixture

TABLE 4

DEPTH TOB WATER DECOMPRESSION TIME (HRS.:MIN)

(FSW) (min.) (gas rn!xtures used with dec:nmpressiun)

HeO2 He02/02 Air Air/02 60%N2 60%N2/02 50%N2 50%N2/02

150 120 4:11 2:10 2:11 I:10* 1:51 I:I0* 1:41 1:10*
150 240 9:57 6:06 4:07 2:46 3:32 3:26 3:07 2:16*

225 60 4:50 2:49 2:30 1:29 1:55 1:14* 2.05 1:33
225 120 11:34 7:43 5:04 3:23 3:54 2:58* 4:29 3:28
300 30 3:49 2:23 2:09 1:33 1:44 1:23* 1:44 1:23*

300 60 9:05 6:34 4:50 3:29 4:00 3:09* 4:15 3:34

*Optimum mixture

As may be seen from Table 3, decompression on helium-oxygen produced
the longest decompression times throughout the entire contemplated range

of exposures. While shifting to air produced a significant overall advan-
tage, this method was noticably less advantageous than utilizing nitrogen-

oxygen mixtures with higher oxygen percentages. In general there was also
a significant advantage to the use of oxygen at the final decompression

stop as opposed to compleling the total water decompression phase without
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oxygen. As can '_u seen from Table 4, these advantages applied to the
water decorriprcssici, !ime as well as the total decompression requirement.
Shittinj to , r J^. re of 50%N2-50%02 with a final period of oxygen
breathing at 'he final stop resulted in the shortest total decompression
t ime fruin the shalIlow dep-ths and the inertmiatate exposure times at the

* moderate and deep ievels. It was only for the longer exposure times at
the deep and moderate depths wherein an advantage was gained in using
the 60%N2-42..1C2 mixture ir, preference to the 50%N2-50%02 mixture.

While the comarative results of total decompression time require-
ments are of at-ademic interest, it is Table 4 which is of greater con-
cern to one n cliv;ty engaged in practical diving operations with surface
decompressi(on dives. It is possible to utilize relatively long decom-
pression tices in a deck chamber where the diver can be directly observed

ari is comfortable, warm, can be fed, and can be altended to rapidly in
an emergency. hK more secure environment also results in reduced
stress for both thu diver and those who are responsible for his health
and well being. When the diver is in the water, the reverse is true and
the numerous ta,(tors require restriciions of the time spent by the diver
during the per i( d he is jirectly exposed to the water.

As shown in Table 4, the use of 50%N2-50%02 mixture is still
advantageous for long exposure at 150 FSW and equally beneficial (as
the 60%N2-40%02 mixture) for moderate exposures at the shallow and deep
ctpths. However, except for the sole case of a long exposure at the
shallow depths, the 60%N2-40%02 mixture was saperior to, or as effective
as, any other mi--re with respect to reduction of in-water decompression
time.

The deptl, jt which the switch was made from helibm-oxygen to nitro-
gen was the maximum permissible in all cases shown in Tables 3 and 4. In
ill cases, ay redmm7tion of the "switch depth" resulted in an increase in
decompression lime. An example of the change of decompression time with
depth at which o switch is made to a 60%N2-40%02 mixture (with pure oxygen
for the final 10 minutes at the final water stop) for a dive to 225 FSW
for 60 min. is shown in Table 5.

TABLE 5

SWITCH DEPTH WATER DECOMPRESSION TIME TOTAL DECOMPRESSION TIME

No shift made 2:49 6:27
60 2:39 6:17
70 2:09 6:07
80 1:59 5:57
90 1:59 5:47
100 1:34 5:32
110 1:29 5:17
120 1:19 5:07
130 1:14 5:02
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Bell Dives with TUP

Table 6 shows the decompression shlit sequences evaluated by
the program. In all cases, it was assumed that the breathing mixture
on bottom would be 90%He-I0%02 and that this mixture would be used
alone or until a shift was made during decompression. In all cases,
the computer was programmed to stari air-oxygen breathing at 60 FSW.
However, in some of the longer dives Ut.e total prior oxygen dosage was
beyond the computers limit criteria for such a procedure. In such
cases, the computer initiated a shift to air at 60 FSW and started the
air-oxygen breathing at a lower level (50 FSW in most cases). When
a MI is indicated, a multi-inert mixture (20%02-40%N2-40%He) was utilized
prior to shifting to air.

TABLE 6

CONDITION SHIFTING SEQUENCE

A He-02 only
B He-02 to air
C He-02 to air to 60%N2-40%02
D He-02 to air to 50%N2-50%02
E He-02 toMI to air to 60%N2-40%02
F He-02 toMI to air to 50%N2-50%02

Table 7 shows the computer determined decompression times
for the above conditions.

TABLE 7

DEPTH TOB SWITCHING PROCEDURES
(FSW) (min) A B C D E F
150 30 0:37 (not applicable for shifting to other mixes)
150 180 8:26 7:16 7:11 7:06* NA NA
150 360 18:11 13:37 12:42 12:02* NA NA
300 30 6:33 4:33 4:13* 4:13* NA NA
300 60 15:36 13:17 9:22 9:22 8:36 8:32*
300 120 28:58 31:23 26:04 26:33 22:16* 22:26
450 30 14:47 11:52 10:47 11:07 9:41 9:17*
450 45 24:00 20:50 20:50 21:20 17:10* 17:10*
450 60 28:50 37:25 29:25 33:35 26:20 26:10*

* Optimum prodedure



INERT SHIFT DRAFT #2 PAGE 13

DISCUSSION

For surface supplied mixed gas surface decompression dives, it

wou~d appear that the short exposure dives would not be noticably
improved by the utilization of switching to a nitrogen-oxygen mixture
during decompression due to the shallow initial decompression stops
and/oi- the relatively rapid rate of decompression with faster tissue
compartments controlling the decompression. For other dives in general
the optimum mixture for minimum tolal decompression time would be a
50%N2-50%02 mixture. However, the greatest restriction with respect
to such diving procedures is the water decompression time with its
attendant problems of exposure hazards, discomfort, inability to pro-
vide maximum possiole aid and assistance in emergencies, physiological
stress, and inability for the diver to eat, drink and eliminate body
wastes. Since the maximum possible TOB is primarily restricted by the
duration of the exposure in the water, reduction of the water decom-
pression phase of the dive is considered to have a higher priority
over total decompression time per se. In this respect a 60%N2-40%02
appears to provide the maximum advantage possible with a single de-
compression mixture. This is apparenly due to the fact that iI can be
applied at a deeper depth than a 50%N2-50%02 mixture and hence provides
a favorable exchange rate over a longer period of time Than a N2-02
mixture with a higher oxygen percentage. In general, it would appear
that a shift to this mixture should be made at the deepest depth con-
sistant with the oxygen percentage and practical problems of implementing
a shift in breathing mi\ture to the diver. In addition, the figures
indicate that a significant advantage in reduction of decompression time
results from the use of oxygen during the last portion of the final water
stop. In general, 10 minutes of oxygen breathing just prior to starting
ascent for the surface interval would be sufficient to eliminate sufficient
inert gas from the faster tissue compartments to permit the ascent to the
surface at the earliest possible time consistant with diver safety. In
general, it would appear that the optimum depth for a final water decom-
pression stop would be 50 FSW. The evaluation indicates that this would
permit dives of two hour duration within the 150-220 FSW depth range and
dive durations providing equivalent gis loadings below that depth. A
slight reduction of the oxygen percenlage in the helium mixture or an
auxiliary He-O2 mixture with reduced cxygen percentage would permit dives
as long as 60 minutes at 300 FSW.

The use of a bell with TUP capabilities could extend the useful-
ness of nonsaturation diving techniques. However, for dives significantly

beyond -the surface decompression mode limits , the prolonged decompression
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times required below 150 FSW (where the earliest shift could be made
to air with safety) are already restricting the usefulness of shift
to a nitrogen-oxygen mixture. This may be overcome to some extent by
introducing a multi-inert mixture for the more obligating exposures
at substantially deeper depths. This could permit exposures for as
long as 90 minutes at 300 FSW or 45 minutes at 450 FSW within reasonable
bell decompression time limitations. Because of the increased relative
complexity of such dives, it would be preferable to Individual assess
the shifting requirements of each depth-time combination for optimum
results. In general, it would appear that a procedure involving a shift
from helium-oxygen to a multiple inert mixture, then to air, followed
by a shift to a 50%N2-50%02 mixture with intermittant air-oxygen breathing
through the 60 to 10 FSW stages would produce the best results. In
addition, it would appear that, in general, the shifts should be made at the
deepest depths possible for the specified mixtures consistant with other
factors and restrictions.

In addition to other factors (such as the provision of sleeping
periods during decompression), the computer printouts from the 450 FSW
dives for 60 minutes indicate a point at which the shifting technique
Is loosing effectiveness. The reversal of the ratio between condition
A (where helium-oxygen alone is used during decompression to the 60 FSW
level) and shifting to air and/or N2-02 mixtures (wtth exception of cases
in which multiple-inert mixtures were used) indicates that the nitrogen
buildup in the slowest tissue compartments Is starting to limit decompression
at a depth which overbalances the gains at the deeper levels made possible
by the shifting technique. Hence, dives significantly extended beyond
this depth-time combination would be very restrictive in terms of appli-
cations of switching to N2-02 mixtures during decompression.

CONCLUSIONS AND RECOMMENDATIONS

I. That future recomputations of surface supplied mixed gas surface
decompression schedules utilize a shift to a 60%N2-40%02 mixture
during decompression in schedules wherein the depth of the initial
stop is below the depth of the final water stop, and sufficient time
is available (5 minutes or greater) at that level to complete the
shift from helium-oxygen.

2. That the shift be Initiated at the maximum possible depth with
respect to the above recommendation but not to exceed 130 FSW or
involve such periods of time at this and subsequent decompression
stages as to Involve a hazard with respect to CNS oxygen toxicity.
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3. That at least 10 minutes of oxygen breathing be used at the end
of ihe final water decompression stage.

4. For optimum results a final water decompression stage of 50 FSW
is recommended.

5. For exposure involving the use of diving bells with TUB capability
the shifting sequence during decompression from He-02 to He-N2-02
to air to 50%N2-50%02 with intermittant air-oxygen from 60 FSW Io
surface is recommended.
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